


Inner Pack Count

The number of units held within a packaged format (e.g., bunch). What is the number of units within
the packed style? If there is more than one within the pack style you will need to tell how many. This
will be a quantity.

| Example: 25 stems per bunch |

Total Pack Count

The number of individual units in a box. This is sometimes used when there are just loose stems
inside a box (e.g., no bunches).

Example: 300 stems in a box
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SECTION EIGHT

Appendix D -
Worksheet Template

Floral Attribute
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Appendix E - Glossary

Advance Ship Notice (ASN) The Electronic Data Interchange (EDI) transaction that provides the
receiving company notice of shipping changes

Barcode A precise arrangement of parallel lines (bars) and spaces that vary in
width to represent data.

Bill of Lading A legal contract between a carrier and a shipper that provides shipment
details for the movement of freight.

Consumer Packaged Consumer packaged goods (CPG) are consumable goods such as
Goods (CPG) food and beverages, footwear and apparel, tobacco,
and cleaning products

EDI The conversion of application data to and from an Electronic Data
Interchange (EDI) transaction format.

Global Location Number (GLN)A 13-digit data structure to identify physical, functional, or legal
(GLN) entities. The Global Location Number uniquely identifies each location in
a Trading Partner’s Enterprise. Supply-Side trading partner locations
generally include corporate HQ, regional offices, warehouses, plants and
distribution centers, demand-side (retail) trading partner locations
generally include corporate HQ, divisional offices, stores and
distribution center

Global Trade Item Number  An umbrella term used to describe the entire family of GS1 data

(GTIN) structures for trade items (products and services) identification.
The family of data structures include: GS1-8, GS1-12, GS1-13, and
GS1-14. Products at every level of product configuration (consumer
selling unit, case level, inner pack level, pallet shipper, etc.) require a
unique GTIN. In addition to manufacturer and product category, GTIN also
includes shipping, weight, and other information. The EPC is designed to
provide continuity with GTIN. GTIN is a new term, not a
standards change.

GS1 GS1, based in Brussels, Belgium, is an organization of GS1 Member
Organizations that manages the GS1 System and Global Standards
Management Process (GSMP).

GS1 U.S. GS1 U.S. manages the promotion and adoption of the GS1 standards in
the United States. It assigns GS1 Company Prefixes to those firms and
organizations headquartered in the U.S.

Identification Number A numerical designation that uniquely identifies an object in the supply
chain. ldentification humbers are used to retrieve information previously
exchanged between trading partners and stored in their computer
database files.
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Sl R AL AN APPENDIX E

Point of Sales

Radio Frequency
Identification (RFID)

Supply Chain Management

Trading Partner

Universal Product Code
(U.RC.)

XML

Refers to a retail checkout where bar code symbols are
normally scanned.

A method of identifying unique items using radio waves.

The big advantage over barcode technology is that lasers must see a
barcode to read it Radio waves do not require line of sight and can
pass through materials such as cardboard and plastic.

The delivery of customer and economic value through integrated
management of the flow of physical goods and associated information,
from raw materials sourcing to delivery of finished products to
consumers.

A party to transactions in the supply chain, such as a supplier (seller) or
a customer (buyer).

The barcode standard used in North America, administered by the
Uniform Code Council.

See eXtensible Markup Language.
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